
Disclaimer: Information contained in this data sheet is up-to-date and correct as at the date of issue.  As Platinum Blasting Services cannot control or anticipate the conditions under which this product may be used, each 
user should review the information in specific context of the planned use.  To the maximum extent permitted by law, Platinum Blasting Services will not be responsible for damages of any nature resulting from the use or 
reliance upon the information contained in this data sheet.  No express or implied warranties are given other than those implies mandatory by law.

TAN
Technical Data Sheet

Description

Technical Ammonium Nitrate (or TAN) is a free-flowing technical grade ammonium nitrate prill. This product is used for the 
production of Platinum Blasting’s ANFO Bulk Explosive.

Specifications

Product Name Technical Grade Ammonium Nitrate Content 99.5% Minimum

Supplier Platinum Blasting Services Moisture 0.2% Maximum

Dangerous Goods Class 5.1 Oxidising Agent PH Value 4 Minimum

UN Number 1942 Bulk Density (g/cm3) 0.76 – 0.84

Physical Form Porous Prilled Particle Size (0.5 – 2.5mm) 90% Minimum

Appearance White Prill – no visible impurities Oil Absorption 8% Minimum

Dangerous Good Classification

Product Name: TAN
Correct Shipping Name: Oxidising Agent
UN Number: 1942
DG Class: 5.1

Manufacturer

Platinum Blasting Services Pty Ltd
A: Level 12, 500 Queen St, Brisbane QLD 4000. 
P: (+61) 07 3130 2042
E:  enquiry@platinumblasting.com

In case of emergency/specialist advice: 1800 885 411
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